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hl 0.165+0.030 Undeclared dimensional tolerance table
\ j > < Plastic |Metals|Die cutting|silica gel
§.72+0.05 » o | 3 [+005 k005 +010 | +0.10
$4.504£0.05 3 | 6 | +0.07 0.08 +010 | +0.10
6 30 | £0.10 [£0.10] +£0.15 +0.15
30 [ 120 | £0.15 |£0.15] =£0.25 +0.25
120 | ~ +0.20 +0.20 £0.30 +0.3%
Undeclared angle tolerance £0.5°
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Technical requirements:
1. material: SRF—=120, thickness 0.165mm, 2D flat film;
2. The protective film should be fingerprint proof;
S. There is no bubble, deformation or fold on the surface of the protective film;
4. The edge of the die—cutting parts shall be neat, and there shall be no
obvious fiber and fine chip residues, concave and convex points / printing /
pressing, scratches, white spots, black spots and filaments )
TP protect film
And other appearance defects;
5. The transmittance of HD 2D and high transmittance protective film is greater Design Materiall proportion
than or equal to 91% (UV spectrophotometer), and the haze is greater than or Check 11 1 V1
equal to 0.9% (haze tester): ec .
Stangardization Unit Weight(qg) A4 —
Approvall mm N
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